
Plot No. 84, Kira road. P.O Box 24281, Kampala -Uganda Call:  0758 122 122 / 0759 399 999 
Email:sales@simbaautomotives.com | Website: www.simbaautomotives.com

TOLL FREE CALL:
080 033 3666

125cc



Motorcycle Model UG BOSS -X 125cc Clutch type Manual Multi-clip

Max Speed 127Km/h Frame Type Double cradle frame with silent bush engine 
mountings

Engine Type 4-Stroke, Single cylinder, air cooled Tyres

Engine Model 157FMI Wheel Base 1315mm

Displacement 124.6ml Ground Clearance 185mm

Engine Power 7.4kw@7500rpm Dimensions (LxWxH) 2040x750x1055 mm

Maximum Torque 9.7 n.m@7500rpm Overal Width 885mm

Start System Kick and Electric Start Brakes: Front; Drum Brake,   Rear; Drum Brake

Transmission Constant Mesh 5-Speed Seat height 790mm

Suspension Front; Heavy duty spring with telescopic fork, 
Rear; Heavy duty spring fork / swing arm Max Load 155Kg

Compression 
Ratio 9.6:1 Gear Ratio 1st Gear 2 .909, 2nd gear 1.867, 3rd Gear 

1.316, 4th Gear l.000, 5th Gear 0.833

Dry Weight 125 Kgs Spark Plug CR7HSA

Bore Stroke 56.5mm×49.5mm Lubrication Pressure, Splash

Ignition C.D.I Battery 12V 7Ah Dry

Fuel System Carburetor, Fuel Tank, Cock Engine Oil Capacity 1.1 Liters

Tank Capacity 12 Liters Wheel Type Spo

Instrumentation Fuel Gauge Protection Metallic Leg & Hand Guard

ke

Front tyre; 2.75/3.00 x 17/18
Rear Tyre; 3.00/3.50 x 17/18


